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PRINCIPALI  CARATTERISTICHE 

CAMPO DI MISURA   0 ÷ 9990  giri/min.  
RISOLUZIONE    10 giri/min.  
TEMPERATURA OPERATIVA  0 ÷ 40 °C  
ALIMENTAZIONE    11 ÷ 45 Vcc  
 

MAIN  FEATURES 

RANGE     0 ÷ 9990   rpm  
ACCURACY    10  rpm  
OPERATING TEMPERATURE  0 ÷ 40 °C  
POWER SUPPLY    11 ÷ 45 Vcc 

PESO E DIMENSIONI 

PESO INDICATIVO  450 gr. 
INGOMBRO MAX. ( l - h - p ) 200 x 110 x 57  mm. 

ACCESSORI  E  OPZIONAL   

* Sonda accelerometrica  
* Uscita su spira per pinza amperometrica   
* Cavo per collegamento analizzatore ed opacimetro  
* Cavo seriale per collegamento a PC  
* Acquisibile via Software Infplus-Win e Dragon (*)  
* Sonda temperatura Olio   
* Dispositivo Bluetooth (*) 
  (*) opzionale 

 

Le caratteristiche riportate possono essere variate dal costruttore 
in qualsiasi momento senza preavviso.  

All details mentioned in this catalogue are purely indicative and do not 
constitute a firm commitment on behalf of our Company which reserves the 
right to any modification without notice.  

 WEIGHT AND DIMENSIONS 

NET  WEIGHT  450 gr.  (approx) 
DIMENSIONS  (  w - h - l ) 200 x 110 x 57  mm. 

ACCESSORIES  AND OPTIONALS  

* Magnetic Pick-Up   
* Output for RPM clamp   
* Cable to interface the our Gas analyzers and/or Smoke-meters   
* Serial cable to use with PC  
* Infplus-Win software  
* Oil temperature probe   
* Bluetooth interface (*)  

  (*) optional 
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